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Absolute Maximum Ratings         TC = 25°C unless otherwise noted

Symbol Parameter Value Units

VRRM
Repetitive Peak Reverse Voltage 1200 V

VRSM Surge Peak Reverse Voltage 1200 V

IF

Continuous Forward Current TC = 25˚C
TC = 135˚C
TC = 152˚C

144.8

69

50

A

IFRM
Repetitive Peak Forward Surge Current

TC = 25˚C  (tP=10ms, Half Sine Pulse)
220 A

IFSM
Non-Repetitive Forward Surge Current

TC = 25˚C  (tP=10ms, Half Sine Pulse)
440 A

∫ i2dt
I2t Value

Tc = 25℃, tp = 10ms, Half Sine Pulse
968 A2s

PD
Power Dissipation                              TC = 25˚C

TC = 110˚C

682

296
W

TJ, Tstg Operating Junction and Storage Temperature -55 to +175 ℃

PCD50120PP
1200V Silicon Carbide Schottky Diode

Features

- Zero reverse recovery current
- Zero forward recovery voltage
- Temperature independent switching behavior
- High temperature operation
- High frequency operation

Applications

- SMPS, PFC

- Solar application
- UPS, EV/HEV

- Motor drives, Wind turbine

- Rail traction

Package Outline

PKG : TO-247 2L
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Electrical Characteristics         TC = 25°C unless otherwise noted

Symbol Parameter Test Conditions Min Typ Max Units

VF Forward Voltage
IF = 50A, TC = 25◦C

IF = 50A, TC = 175◦C

-

-

1.48

2.21

1.7

2.5
V

IR Reverse Current
VR = 1200V TC = 25◦C

VR = 1200V TC = 175◦C

-

-

15

82

100

100
uA

QC Total Capacitive Charge VR = 800V - 206 - nC

C Total Capacitance

VR = 0V, f = 1㎒
VR = 400V, f = 1㎒
VR = 800V, f = 1㎒

-

-

-

2991

189

168

-

-

-

pF

Ec Capacitance Stored Energy VR = 800V - 105 - uJ

Thermal Characteristics         TC = 25°C unless otherwise noted

Symbol Parameter Min Typ Max Units

RθJC
Thermal Resistance, Junction-to-Case - 0.22 - ℃/W
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Typical Characteristics

Figure 3. Power derating Figure 4. Current derating

Figure 1. Forward Characteristics Figure 2. Reverse Characteristics
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Figure 7. Capacitance stored energy Figure 8. Transient Thermal Impedance

Typical Characteristics

Figure 5. Capacitance vs. Reverse voltage Figure 6. Reverse charge vs. Reverse voltage



http://www.powercubesemi.comRev. 1.0, 2024-02-27

Package Information 

SYMBOL
DIMENSIONS

MIN Typ MAX

A 4.83 5.02 5.21

A1 2.29 2.41 2.55

A2 1.50 2.00 2.49

b 1.12 1.20 1.33

b1 1.12 1.20 1.28

b2 1.91 2.00 2.39

b3 1.91 2.00 2.34

c 0.55 0.60 0.69

c1 0.55 0.60 0.65

D 20.80 20.95 21.10

D1 16.25 16.55 17.65

D2 0.51 1.19 1.35

E 15.75 15.94 16.13

E1 13.46 14.02 14.16

E2 4.32 4.91 5.49

e 5.44 BSC

L 19..81 20.07 20.32

L1 4.10 4.19 4.40

ΦP 3.58 3.61 3.65

ΦP1 7.19 REF

Q 5.39 5.79 6.20

S 6.04 6.17 6.30

Unit : mm




